GEGA torch cutting machines for slabs convince with high cutting quality results as well as a solid and reliable design.

The product portfolio of GEGA proposes two types of machines adapted to the needs of the steel mills: SSC type and SVE type. The SSC type is used for simple casted product with nearly only one thickness. The SVE type is particularly suitable for wide different thickness ranges.

Your advantages

**SVE TYPE**
- Wide range of product gauges
- Nozzle distance preset once for any product gauge
- No electrical height adjustment device is needed thereby allowing trouble-free operation of the machine
- High improved cutting quality based on the preset nozzle distance

**SSC TYPE**
- Simple mechanical design
- Synchronisation movement by pneumatic clamping combined with automatic emergency release
- Optional high adjustment allows to use this machine with different thickness ranges
Die protokollierten Daten können als Prüfprotokoll ausgedruckt werden. Das Standard-Testprotokoll enthält die allgemeinen Kopfdaten sowie die Prüfdauer, die Laststufe und die zugehörigen bzw. erreichten Zyklenzahlen, den jeweiligen km-Stand als auch die Istwerte (Kräfte, Winkel, Geschwindigkeit). Im Störungsfalle wird eine entsprechende Meldung auf dem Display angezeigt und es kann ein Fehler-protokoll ausgedruckt werden.

TORCHES AND NOZZLES

- Up to 20% faster cutting
- Up to 30% lower consumption
- Optimal cooling - longer life span
- Minimum cutting kerf - less material loss

Torches and nozzles are the core of the process, thus GEGA attaches great importance to the quality of these patented products in machining precision, cooling characteristics, incomparable cutting results and certified 100% quality control.

PRECISE MEDIA REGULATION EQUIPMENT

In order to reach high quality performances it is very important to have an accurate pressure regulation of the cutting and heating medias. In this way GEGA has a portfolio of regulation equipment adapted to your needs and to a rational configuration of your equipment. From the simple pressure regulation to the remote controlled ones, GEGA offers the ideal solution.

MECHANICAL EQUIPMENT

Machine assembly consists of a sturdy steel structure and high quality mechanical equipment. The protection against the radiant heat is ensured by a combination of water plates and heat resistant passive plates combined with the best protective coating.

ELECTRICAL CONTROL

GEGA torch cutting machines comprise high-end versatile and operator friendly control equipment according to EN 13849-1 with industrial touch display and control with PLC from Siemens, Allen Bradley or Mitsubishi.

WARRANTY OF PERFORMANCES AND SUCCESSFUL COMMISSIONING WORLDWIDE

GEGA sizes new torch cutting machines according to customer’s production needs providing a successful commissioning with fitting figures.
SVE MACHINE

- LIFTING DRIVE
- TORCH CARRIAGE
- MAINTENANCE PLATFORM
- CUTTING TORCHES
- CLAMPING SKID
- GRANULATION
- END BUFFER
- RAILS
- VERTICAL SUPPORT BEAMS
- HORIZONTAL SUPPORT BEAMS
- DRIVE RACK
- LIMIT SWITCH DEVICE
- TRAY FOR CABLE-DRAG CHAIN
FUNCTIONAL PRINCIPLE

The SVE torch cutting machine is designed with a high efficiency water cooling equipment allowing the standard operation of the machine by SLAB temperature up to 1100°C.

The machine is combining two mechanical movements driven by a strong electromechanical drive, which supports the torch beam and the below water plate with the synchronisation skid. By lowering the skid is going down until the slab surface stops the movement, at the same time the torch beam is going down vertically with the help of a vertical raceway keeping the torches vertically disregarding the thickness of the slab. With this mechanical system, it is no need for a torch height equipment system with all components like motors, end switches etc.
The SSC torch cutting machine is designed with a high efficiency water cooling equipment allowing the standard operation of the machine by SLAB temperature up to 1100°C.

The machine is lowered by a pneumatic cylinder providing a single and simple movement by pushing down the synchronisation skid against the slab. In case of emergency or the machine is not in operation, the skid is back in top position thanks to the rear protection plate used as counterweight.
HEATING FLAME REDUCTION
All cutting machines can be equipped with consumption-reducing accessories. This system allows a lower consumption of oxygen and gas for the entire cutting process after the cut has been initiated at first and the cutting oxygen is switched on.

LENGTH MEASURING ROLL
Robust mechanical measuring device allows optimized piece length calculation in the continuous casting process for every product range, with water-cooled rod to the tip. With an accuracy of 0.21% at 12m piece length and these cooling characteristics, it’s just unbeatable. Also available for twin and triplet casting.

IRON POWDER INJECTION
To cut stainless steel it is essential to use a reliable system to avoid high material loss. This easy to maintain powder equipment consists of pressure regulator, solenoid valve for dry compressed air (or nitrogen), powder hopper with pinch valve, injector and a powder-supply line to the cutting nozzle. The powder-supply line is fixed to the torch holder on the side of the heavy-duty cutting torch.

EMERGENCY SHUTT-OFF VALVES
Reliable safety features at your plant are unavoidable. The shut-off valves will be mounted in the main supply lines for gas and oxygen in front of the T.O.P. The oxygen and gas supply towards the cutting machine is interrupted by closing the emergency shut-off valves. The media lines towards the machine are unstrained by means of the release valves which are positioned on the emergency shut-off valves unit according to the conditions on site.

FILTER STATION
Keeping the control equipment clean extends the life span. The filter station has to be located close to the entrance of the main cable drag chain. The basic version is provided with one filter for gas and one filter for oxygen. Each of them is equipped with a difference pressure gauge with warning/alarming function connected to the PLC.

ELECTRICAL IGNITION AND FLAME DETECTION
These additional accessories are used for safety operation in compliance with the DIN EN 14753. The ignition torches are mounted stationary at the home position of the machine on the main frame. The UV sensor checks the presence of the ultra violet light produced by the flame.

TORCH HEIGHT ADJUSTMENT
The optimized nozzle distance - set once - between the torches and the material to be cut will be adjusted automatically with repeatable accuracy. The result is a much higher availability and lifetime of the torches and nozzles. Manual adjustment of the torches in the danger area is no longer necessary.
HARDWARE CONFIGURATION

OPERATING SYSTEM FOR EASY USE
TORCH CUTTING

SPARE PARTS

GEGA commits to service also after supply and provides safe and high quality components. All components guarantee a high equipment availability and economical operation costs. Self the GEGA hoses have a quality level over the standard allowing a reliable operating of your machine.

SPECIAL HOSES
FLASH BACK ARRESTOR
NOZZLES
BURNER
FLOW CONTROLLER
GL REGULATOR
GEGA’s service includes not only the commissioning of new machines but also the maintenance ensuring high reliability of machines as part of the GEGA’s promise of continuous satisfactory performance in daily operations.

In course of the product life cycle of a torch cutting GEGA offers also revamping an existing machine to the latest state of technology.

During ongoing operation of existing machines, GEGA inspects the machine on-site, in order to prepare a revamping quote. In case that a spare machine is available from customer site, there is also the possibility to deliver the respective machine to GEGA to save revamping costs. GEGA upgrades not only own torch cutting machines, but also supports customers with revamping of machine from other brands to the high end level of the oxygen cutting technology.